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€ 493,49 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 482,27 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

Services and Technologies for professional catering since 1973

PROFESSIONAL DESCRIPTION

LOG in POLYETHYLENE , with stainless steel pedestal, thickness 8 cm :
.

made of smooth polyethylene with low friction coefficient and high density;
molecular with great impact resistance;
pedestal in sturdy stainless steel tubing with adjustable feet.

CE MARK
MADE IN ITALY

AVAILABLE MODELS

SP4085050

Butcher's blocks in polyethylene 50x50 cm, 8 cm
thick with stainless steel pedestal
Meat block in Polyethylene, 8 cm thick, on stainless steel
tubular pedestal, dimensions 500x500x900 h mm

SP4086040

Butcher's blocks in polyethylene 60x40 cm, 8 cm
thick with stainless steel pedestal
Ceppo Carne in Polyethylene, 8 cm thick, on a stainless
steel tubular pedestal, dimensions 600x400x900 mm h
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€ 532,74 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 555,17 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 615,73 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 626,95 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 699,85 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 781,73 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 801,91 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

€ 1.037,44 
VAT escluded
Shipping to be calculed

Delivery from 4 to 9 days

SP4087040

70x40 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, thickness cm 8, on pedestal in
tubular stainless steel, dimensions mm 700x400x900 h

SP4086050

60x50 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, thickness cm 8, on pedestal in
tubular stainless steel, dimensions mm 600x500x900 h

SP4087050

70x50 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, thickness cm 8, on pedestal in
tubular stainless steel, dimensions mm 700x500x900 h

SP4086060

60x60 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, thickness cm 8, on pedestal in
tubular stainless steel, dimensions mm 600x600x900 h

SP4087060

70x60 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, thickness cm 8, on pedestal in
tubular stainless steel, dimensions mm 700x600x900 h

SP4087070

70x70 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, thickness cm 8, on pedestal in
tubular stainless steel, dimensions mm 700x700x900 h

SP40810050

100x50 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, 8 cm thick, on a stainless steel
tubular pedestal, dimensions 1000x500x900 mm h

SP40810070

100x70 cm polyethylene logs, 8 cm thick with
stainless steel pedestal
Block in Polyethylene, 8 cm thick, on a stainless steel
tubular pedestal, dimensions 1000x700x900 mm h
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